Performance Data Sheet For InSinkErator Filter System Model: F-201
Replacement Cartridge: F-601R

This system has been tested according to NSF/ANSI Standards 53 and 42 for the reduction of the substances listed below. The concentration of the indicated
substances in water entering the system was reduced to a concentration less than or equal to the permissible limit for water leaving the system as specified in
NSF/ANSI 53 and 42.

Tested & Certified by NSF International against NSF/ANSI| Standard 42 in the following InSinkErator
Systems Only: GN1100, HC1100, GN2200, HC2200, GN2215, HC2215, H3300 or HC3300 for the
reduction of claims specified on the Performance Data Sheet. For systems using two handle HC model
faucets, operate only one handle at a time.

to a capacity of 500 gallons (1,892 liters)

Note that while the testing was performed
under standard laboratory conditions,
actual performance may vary.

Standard 53: Health Effects
Substance USEPA MCL Influent Challenge concentration | |\ ent Average Effluent % Reduction NSF Reduction
(mg/L) Average Maximum Average Minimum | Requirements
Cysts 99.9% reduction Minimum 50,000/L 127,500 mg/L 1 mg/L 1 mg/L >99.99% >99.99% >99.95%
i 107 to 108 fibers/L;
Asbestos 99% reduction , o , 140 MFIL <1 MFIL <1 MFIL 99.81% 99.72% >99%
(7TMFIL) fibers greater than 10 um in length
Lead @ pH 6.5 0.015 mg/L 0.15 +10% 0.158 mg/L <0.001 mg/L <0.001 mg/L 99.37% 99.37% N/A
Lead @ pH 8.5 0.015 mg/L 0.15 +10% 0.154 mg/L <0.001 mg/L <0.001 mg/L 99.34% 99.33% N/A
Mercury @ pH 6.5 0.002 mg/L 0.006 +10% 0.006 mg/L 0.0003 mg/L 0.0006 mg/L 94.35% 89.26% N/A
Mercury @ pH 8.5 0.002 mg/L 0.006 +10% 0.006 mg/L 0.0009 mg/L 0.002 mg/L 85.27% 67.15% N/A
Lindane 0.0002 mg/L 0.002 +10% 0.002 mg/L <0.00002 mg/L <0.00002 mg/L 99.03% 98.98% N/A
Benzene 0.005 mg/L 0.015 +10% 0.014 mg/L <0.005 mg/L 0.0005 mg/L 96.32% 96.05% N/A
Carbofuran 0.04 mg/L 0.08 +10% 0.080 mg/L 0.001 mg/L 0.002 mg/L 98.67% 97.33% N/A
p-dichlorobenzene 0.075 mg/L 0.225 +10% 0.240 mg/L 0.0005 mg/L 0.0008 mg/L 99.76% 99.64% N/A
2,4-D 0.07 mg/L 0.210 +10% 0.190 mg/L 0.012 mg/L 0.071 mg/L 93.84% 62.63% N/A
Atrazine 0.003 mg/L 0.009 +10% 0.009 mg/L 0.0005 mg/L 0.0005 mg/L 94.77% 94.48% N/A
Standard 42: Aesthetic Effects
Substance USEPA MCL Influent Challenge concentration Influent Average Effluent % Reduction Min. Required
(mgiL) Average Maximum Average Minimum Reduction

Chlorine Taste & Odor ~ 2.0mg/L +10% 2.12 mg/L 0.05 mg/L 0.05 mg/L 97.66% 97.62% >50%
Nominal Particulate ~ at least 10,000 particles/ml 10,566,667 pts/ml | 171,833 pts/ml 360,000 pts/ml 97.88% 95.10% >85%

A WARNING

To reduce the risk associated with ingestion of contaminants:

Do not use with water that is microbiologically unsafe or of unknown quality
without adequate disinfection before and after the system.

To reduce the risk associated with property damage due to water leakage
or flooding:

» Read and follow Use Instructions provided with the original system before
installation and use of this product.

To reduce the risk of water leakage or flooding, and to ensure optimal filter
performance:

» Change the disposable filter cartridge every six months or sooner if you
observe a noticeable reduction in water flow rate.

+ Failure to replace the disposable filter cartridge at recommended intervals may
lead to reduced filter performance and cracks in the filter housing, causing
water leakage or flooding.

» For systems using two handle HC model faucets, operate only one handle
atatime.

» For questions or concems, please contact Customer Service at
1-800-558-5700.

NOTICE
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NSF is a trademark of NSF International

Application Guidelines/Water Supply Parameters
Service Flow................... 1.0 gpm (3.8 Ipm)
Water Supply ------coeeens Potable Water
Water Pressure................ 20 -120 psi (138-827 kPa)
Water Temperature .......... 33°F-100°F (0.6°C - 38°C)

It is essential that the manufacturer's recommended
installation, maintenance and filter replacement requirements
be carried out for the product to perform as advertised. See
Installation Manual for Warranty information.

Replacement Cartridge: F-601R. For estimated costs of
replacement elements please call 1-800-558-5700, visit our
website at www.insinkerator.com or shop.insinkerator.com to
opt in for an auto replenishment program.
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The Emerson logo is a trademark and a service mark of Emerson Electric Co.

InSinkErator may make improvements and/or changes in the specifications
atany time, in its sole discretion, without notice or obligation and further
reserves the right to change or discontinue models.

©2014 InSinkErator, InSinkErator is a business unit of Emerson Electric Co. All Rights Reserved.



